
 Noztek Resin and spool
dehydrator

 Noztek Resin and spool dehydrator:
Advanced 3D Extrusion

Overview

Achieving consistent filament quality starts with properly drying the resin before extrusion. 

Moist filament can cause steam pockets, weakening polymer chains and leading to reduced 

strength and poor surface finish in the final print.

To address this, Noztek has developed an advanced dehydrator that ensures thorough 

moisture removal before the extrusion process. Additionally, it can also be used to dry 

spooled filament after extrusion, ensuring a uniform and thorough removal of moisture. With 

its efficient design and functionality, this machine offers a convenient solution for both 

pre-extrusion resin drying and post-extrusion filament drying processes.

You can dry up to 5 spools simultaneously, and the pellet drum has a 2 kg capacity, making it 

ideal for a variety of batch sizes. The added tube attachment allows direct feeding of filament 

spools into your 3D printer, enhancing convenience and streamlining the production process.



Technical specifications

General features

3.5" Touchscreen Interface: Intuitive and easy to operate, offering manual 

control over temperature and timer settings. Additionally, it allows you to 

monitor humidity levels during the drying process.

Drum: The dehydrator’s drum is constructed from stainless steel and features a 

baffle insert that mimics the agitation of a tumble dryer, ensuring even resin 

drying. Additionally, the dehydrator is equipped with a quick removal system, 

allowing the drum to be easily lifted out for refilling through a slide opening.

Color/Finish: Yellow powder coat chassis & hopper.

Dimensions: L: 33 cm x W: 36 cm x H: 37 cm.

Weight: 12 kg.

Heating & 
humidity

Heating: The dehydrator boasts a powerful 1000w heater located at the rear, 

along with a purpose-built heating fan that aids in the uniform drying of the 

polymer. The unit is capable of maintaining a temperature of up to 80°C

Humidity: The dehydrator is also equipped with a humidity sensor that monitors 

the humidity levels during the drying process.

Motor
Motor Speed: This dehydrator is equipped with a high torque motor that 

effortlessly rotates the drum at a fixed speed of 1 RPM

Output capacity

Drum capacity: 2 Kg maximum.

Spool capacity: Up to 5 spools.

Timer: The built-in timer, which can be set for up to 12 hours, ensures that the 

resin is fully dried before use in printing.

Certification CE certified: For compliance with safety and quality standards



Technical specifications

Power

Voltage Requirements: 220VAC or 110VAC.

Power Rating: 10A.

Frequency: 50 Hz / 60 Hz.

Contact

Noztek Ltd
Unit C3 Dolphin Industrial Estate

Evershed Way
Shoreham by Sea

West Sussex, BN43 6QB
England

44 (0) 203 384 6208
info@noztek.com
www.noztek.com

For more detailed information, please refer to the Noztek Touch user manual or feel free to 
contact our dedicated Noztek expert team for direct support and guidance.   


